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STATEMENT OF BASISFOR ISSUANCE OF UNDERGROUND INJECTION
CONTROL (UIC) PERMIT

Permit Number: M 1-127-2D-C007
Facility Name: Lauber #1-6

A T & E Systems of Pentwater, Michigan, has applied for a United States Environmenta Protection
Agency (USEPA) permit for the Lauber #1-6 exiding injection well to be used for commercid disposd
of fluids related to the production of oil and gasin various fiddsin Michigan. Review of the permit
goplication indicates that no significant environmental impact should result from the proposed injection
operation. The USEPA, therefore, intends to issue a permit for thiswell. Under the authority of Title
40 of the Code of Federd Regulations (40 CFR), Parts 144 and 146, USEPA permits must specify
conditions for construction, operation, monitoring, reporting, and plugging and abandonment of injection
wells so as to prevent the movement of fluids into any Underground Source of Drinking Water
(USDW). Generd provisonsfor USEPA UIC permit requirements are found at 40 CFR Parts 144
and 146, while regulations specific to Michigan injection operations are found at 40 CFR Part 147
Subpart X. In accordance with 40 CFR 124.7, generd information and highlighted permit conditions
gpecific to thiswell are asfollows:

Area of Review (AOR) and Corrective Action: Federa regulations a 40 CFR 144.55, 146.6 and
146.7, define the AOR as the area surrounding the well within which the gpplicant must research wells
which penetrate the injection zone. If any of these wells are improperly sedled, completed or
abandoned, and might provide a conduit for fluid migration, the gpplicant must develop a corrective
action plan to address the deficiency. Pursuant to 40 CFR 146.24(a) and (b), this requirement does not
aoply to existing Class 11 wells. Moreover, low reservoir pressure and ardatively low injection rate
ensure that pressure in the injection zone cannot cause movement of injected brine or formation water
upward adong such well bores.

Under ground Sources of Drinking Water (USDWs): USDWs are defined by the UIC regulations
as aquifers or portions thereof which contain less than 10,000 milligrams per liter of total dissolved
solids and which are being or could be used as sources of drinking water. The base of the lowermost
possble USDW in the vicinity of the injection well has been identified at gpproximately 641 feet below
ground surface. This water-bearing formation isthe Glacid Drift.

I njection and Confining Zone: Inection of fluids for commercid sat water disposd is limited by the
permit to the Traverse Formationin the interval between 1635 and 2055 feet below ground surface.
Thisinjection zone is separated from the lowermost USDW by approximately 995 feet of sedimentary
rock strata.




Condgruction Requirements: The congruction of the injection well meets the regulatory criteria of 40
CFR 146.22. Thisrequiresthat al wellswhich inject fluids which are brought to the surface in
connection with oil or natural gas production, or for enhanced recovery of oil or naturd gas, be Sited so
that they inject into aformation which is separated from any USDW by a confining zone free of known
open faults or fractureswithin the AOR. All Class |1 wells must aso be cased and cemented to prevent
the movement of fluidsinto or between USDWS,

| njection Fluid: Theinjection fluid is limited by the permit to produced brine from approved sources
liged in Attachment H of the permit file and Attachment D of the permit. The permittee has provided a
chemical andlyss of each of the sources of ail fidld brine that are presently being disposed of into the
injection well. The permittee may accept brines from sources other than those listed in Attachment H of
the permit file provided that, prior to accepting any new source of brine for disposd into the injection
well, achemicd andysisis submitted to and approved by the USEPA and the permit is modified to
reflect this gpprova. The expected maximum daily volume of fluid to be injected is 35 barrels.

Maximum Injection Pressure: The maximum wellhead injection pressure shal be limited to 421
pounds per square inch gauge (psig). This limitation will ensure that the pressure during injection does
not initiate fractures in the confining zone adjacent to the lowermost USDW during injection operations.
Thisin turn ensures that the injection pressure will not cause the movement of injection or formation
fluids into a USDW as prohibited by 40 CFR 146.23(a) (1).

Monitoring and Reporting Reguirements: In accordance with 40 CFR 144.54 and 146.23, the
permittee will be responsible for observing and recording injection pressure, flow rate, annulus pressure,
and cumulative volume on aweekly basis and reporting this to the USEPA on amonthly bass. The
permittee will aso be responsble for observing, recording and reporting annulus liquid losson a
quarterly basis. In addition, to satisfy the absence of sgnificant leaks in the tubing, packer or casng
requirements set forth at 40 CFR § 146.8(b), a standard annulus pressure test (SAPT) was conducted
on June 22, 2006, for the Lauber #1-6 injection well. This pressure test was witnessed by a
representative of the USEPA and the well was found to have mechanica integrity as defined a 40 CFR
8146.8(a)(1). The permitteeisrequired to repeat the SAPT, at least once every five (5) years
thereafter. To satisfy the requirements et forth at 40 CFR § 146.8(c), to determine the absence of fluid
movement behind the casing, the USPE reviewed dl available information such as cement bond logs,
cement tickets, temperature, noise or oxygen activation log for thiswell. The USEPA has concluded
that the well has mechanica integrity as defined a 40 CFR § 146.8(3)(2). If atemperature, noise or
oxygen activation log was used to determine the second Part of the MIT (i.e., the absence of fluid
movement), then the permittee will be required to repest thistest at least once every five (5) years
thereafter. These testswill provide USEPA with an evauation of the integrity of the tubular goods
(casing, tubing and packer) as well as documentation as to the absence or presence of fluid movement
behind the casing.

Plugging and Abandonment: In accordance with 40 CFR 146.10 and 146.24(d), the permit includes
a plugging and abandonment plan for an environmentaly protective well closure a the time of cessation
of operations. A T & E Sysems has demonstrated adequate financia responghilities to close, plug, and
abandon this underground injection operation. A state bond in the amount of $5,000 has been




established and gpproved by the Michigan Department of Environmenta Quality.

| ssuance and Effective Date of Permit: In accordance with 40 CFR 124.15, the permit will
become effective immediatdly upon issuance if no public comments are received that request achangein
the draft permit. However, in the event that public comments are received which request achangein
the draft permit then the permit will become effective thirty (30) days after the date of issuance unless
the permit is appeded within that time. In accordance with 40 CFR 144.36(a), the permit will bein
effect for the life of the wdll, unlessit is otherwise modified, revoked and reissued, or terminated as
provided at 40 CFR 144.39, 144.40 and 144.41.

Quedtions, comments and requests for additiona information or for a public hearing may be submitted in
writing to the contact person listed below or made verbaly to Harlan Gerrish at (312) 886-2939 or
gerrish.harlan@epa.gov@epa.gov viathe internet. The public comment period on this permitting action
will close thirty (30) days after the date of the public notice. 1f the USEPA receives written comments
of subgtantia public interest that warrant a hearing on this action, a public notice of ascheduled hearing
will be published locdly and mailed to interested parties. More information about the UIC program can
be found on the Internet a http://epa.gov/rSwater/uic/.

To preserve your right to gpped any find permit decison that may be made in this matter under 40
CFR Part 124, you must ether participate in the public hearing or send in written comments on the draft
permit decison. Thefirst apped must be made to the Environmental Appeas Board; only after dl
agency review procedures have been exhausted may you file an action in the gppropriate Circuit Court
of Appedsfor review.

U.S. Environmerntal Protection Agency
Region 5 (WU-16J)

77 West Jackson Boulevard

Chicago, Illinois 60604-3590

Attn: Lisa Perenchio, Chief
Direct Implementation Section

DRAFT

Lisa Perenchio, Chief
Direct Implementation Section



$\1ED STq,,
° ‘s, UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

g 2 REGION 5
3 N & 77 WEST JACKSON BOULEVARD
% N CHICAGO, IL 60604-3590

N

% <
%4( prove

Page 1 of 14

UNITED STATESENVIRONMENTAL PROTECTION AGENCY (USEPA)
UNDERGROUND INJECTION CONTROL PERMIT: CLASSII COMMERCIAL

Permit Number: MI-127-2D-C007
Facility Name: Lauber #1-6

Pursuant to the provisions of the Safe Drinking Water Act, as amended (42 U.S.C. 300f et seq.,
commonly known as the SDWA) and implementing regulations promulgated by the USEPA at Parts
124, 144, 146 and 147 of Title 40 of the Code of Federd Regulations (40 CFR),

AT & E Systems of Pentwater, Michigan

is hereby authorized to continue operation of an exiging injection well located in Michigan, Oceana
County, T16N, R17W, Section 6, 1/4 Section SE, for injection into the Traverse Formation at depths
between 1635 and 2055 feet, upon the express condition that the permittee meet the restrictions set
forth herein.

The purpose of theinjection isfor commercid disposd of fluids brought to the surface in connection
with natura gas storage or conventiond oil or natura gas production as gpproved by the Director.

All references to Title 40 of the Code of Federa Regulations are to dl regulaionsthat arein effect on
the date that this permit is effective.

The permit shall become effective on and shdl remain in full force and effect during the
operating life of the wdl, unless this permit is otherwise revoked, terminated, modified or reissued
pursuant to 40 CFR 144.39, 144.40 and 144.41. This permit shall also remain in effect upon
delegation of primary enforcement responsibility to the State of Michigan, unless the State chooses to
adopt this permit as a State permit. This permit will be reviewed at least every five (5) years from the
effective date specified above.

Signed and dated:

DRAFT

Tinka Hyde
Acting Director, Water Divison
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PART |
GENERAL PERMIT COMPLIANCE

EFFECT OF PERMIT

The permittee is dlowed to engage in underground injection in accordance with the conditions
of this permit. The underground injection activity, otherwise authorized by this permit or rule,
shdl not dlow the movement of fluid containing any contaminant into underground sources of
drinking water if the presence of that contaminant may cause aviolaion of any Primary Drinking
Water Regulation pursuant to 40 CFR Part 142 or may otherwise adversdly affect the health of
persons. Any underground injection activity not specifically authorized in this permit or
otherwise authorized by permit or ruleis prohibited. 1ssuance of this permit does not corvey
property rights of any sort or any exclusive privilege; nor does it authorize any injury to persons
or property, any invasion of other private rights, or any infringement of State or loca law or
regulations. Compliance with the terms of this permit does not congtitute a defense to any
action brought under Section 1431 of the Safe Drinking Water Act (SDWA), or any other law
governing protection of public health or the environment.

PERMIT ACTIONS

This permit may be modified, revoked and reissued, or terminated for cause as specified in 40
CFR 144.39, 144.40, and 144.41. Thefiling of arequest by the permittee pursuant to 40 CFR
144.51(f) for a permit modification, revocation and reissuance, termination, or the notification of
planned changes or anticipated noncompliance on the part of the permittee does not stay the
applicability or enforcegbility of any permit condition.

SEVERABILITY

The provisons of this permit are severable, and if any provison of this permit or the gpplication
of any provision of this permit to any circumstance is held invaid, the application of such
provison to other circumstances and the remainder of this permit shall not be affected thereby.

CONFIDENTIALITY

In accordance with 40 CFR Part 2 and 144.5, any information submitted to the USEPA
pursuant to this permit may be daimed as confidentid by the submitter. Any such daim must be
assarted a the time of submission by slamping the words "confidential business information” on
each page containing such information. If no claim is made a the time of submission, USEPA
may make the information available to the public without further notice. If aclaim is asserted,
the vdidity of the claim will be assessed in accordance with the proceduresin 40 CFR Part 2
(Public Informetion). Claims of confidentidity for the following information will be denied:

1 The name and address of the permittee; and
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Information which deals with the existence, absence or leve of contaminantsin drinking
water.

DUTIESAND REQUIREMENTS

1.

Duty to Comply - The permittee shal comply with al conditions of this permit, except
to the extent and for the duration such non- compliance is authorized by an emergency
permit pursuant to 40 CFR 144.34. Any permit noncompliance condtitutes a violation
of the SDWA and is grounds for enforcement action, permit termination, revocation and
reissuance or modification.

Penaltiesfor Violations of Permit Conditions - Any person who constructs or
operates thiswell in violation of permit conditionsis subject to civil pendties, fines, and
other enforcement action under the SDWA and may be subject to such actions under
the Resource Conservation and Recovery Act. Any person who willfully violates a
permit condition is subject to crimina prosecution.

Need to Halt or Reduce Activity not a Defense - It shdl not bea defensefor a
permittee in an enforcement action to state that it would have been necessary to hdt or
reduce the permitted activity in order to maintain compliance with the conditions of this

permit.

Duty to Mitigate - The permittee shdl take al reasonable steps to minimize or correct
any adverse impact on the environment resulting from noncompliance with this permit.

Proper Operation and Maintenance - The permittee shdll a dl times properly
operate and maintain al facilities and systems of treetment and control (and related
gppurtenances) which areingaled or used by the permittee to achieve compliance with
the conditions of this permit. Proper operation and maintenance includes effective
performance, adequate funding, adequate operator staffing and training, and adequate
laboratory and process controls, including appropriate quality assurance procedures.
This provision requires the operation of back-up or auxiliary fadilities or Imilar sysems
only when necessary to achieve compliance with the conditions of the permit.

Duty to Provide | nformation - The permittee shal furnish to the Director any
information which the Director may request to determine whether cause exists for
modifying, revoking and reissuing, or terminating this permit, or to determine compliance
with this permit within thirty (30) days of the request. Upon request, the permittee shdll
aso furnish to the Director copies of records required by this permit to be retained.

| ngpection and Entry - The permittee shal dlow the Director or an authorized
representative upon the presentation of credentias and other documents as may be
required by law to:




(@)

(®)
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8. Records
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Enter upon the permitteg's premises where aregulated facility or activity is
located or conducted, or where records are kept under the conditions of this

permit;

Have access to and copy, at reasonable times, any records that must be
retained under the conditions of this permit;

Inspect, at reasonable times, any fadilities, equipment (incdluding monitoring
equipment), practices, or operations, regulated or required under this permit;
and

Sample or monitor the injected fluids, at reasonable times, for the purposes of
assuring permit compliance, or as otherwise authorized by the SDWA, & any
location.

Except as specified in Part | (E)(8)(b) of this permit, the permittee shdl retain
records of &l monitoring information, including al calibration and maintenance
records and copies of al records required by this permit, for aperiod of at least
three (3) years from the date of the sample, measurement or report. The
permittee shal aso maintain records of al data required to complete this permit
gpplication and any supplementa information submitted under 40 CFR 144.31
and 144.51. These periods may be extended by request of the Director at any
time by written notice to the permittee.

The permittee shdl retain records concerning the nature and composition of al
injected fluids until three (3) years after the completion of plugging and
abandonment in accordance with the plugging and abandonment plan contained
inPart 111 (B) of thispermit. The owner or operator shall continue to retain the
records after the three (3) year retention period unless he/she ddlivers the
records to the Regiond Administrator or obtains written approval from the
Regiond Adminigirator to discard the records.

Records of monitoring informetion shdl include:
0] The date, exact place, and the time of sampling or measurements,

(i) The names of the individua(s) who performed the sampling or
measurements,

@) A precise description of both sampling methodology and the handling of
samples,

(iv)  The date(s) analyses were performed;
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V) The names of the individua(s) who performed the analyses;
(Vi)  Theandytica techniques or methods used; and
(vii)  Theresults of such andyses.
Notification Requirements
@ Planned Changes- The permittee shdl notify and obtain the Director's

gpprovd a least thirty (30) days prior to any planned physicd dterations or
additions to the permitted facility, or changesin the injection fluids

(b) Anticipated Noncompliance - The permittee shal give a least thirty (30)
days advance natice to the Director for his’her approva of any planned
changes in the permitted fadility or activity which may result in noncompliance
with permit requirements as required by 40 CFR *144.51(1)(2).

(© Transfer of Permits - This permit is not transferable to any person except
after notice is sent to the Director at least thirty (30) days prior to transfer and
the requirements of 40 CFR 144.38 have been met. The Director may require
modification or revocation of the permit to change the name of the permittee
and incorporate such other requirements as may be necessary under the
SDWA.

d) Compliance Schedules - Reports of compliance or noncompliance with, or
any progress reports on, interim and fina requirements contained in any
compliance schedule of this permit shal be submitted to the Director no later
than thirty (30) days following each schedule date.

(e) Twenty-Four Hour Reporting
@ The permittee shall report to the Director any noncompliance which
may endanger hedth or the environment. This information shal be
provided ordly within twenty-four (24) hours from the time the
permittee becomes aware of the circumstances, and shdl include the
following informetion:

@ Any monitoring or other information which indicates thet
any contaminant may cause an endangerment to an
underground source of drinking water; or

(b) Any noncompliance with a permit condition or malfunction
of the injection system which may cause fluid migration
into or between underground sources of drinking water.

(i) A written submission shall dso be provided as soon as possible
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but no later then five (5) days from the time the permittee becomes
aware of the circumstances. The written submission shdl contain a
description of the noncompliance and its cause; the period of
noncompliance, including exact dates and times, and if the
noncompliance has not been corrected, the anticipated timeit is
expected to continue; and steps taken or planned to reduce, eliminate,
and prevent recurrence of the noncompliance.

Q) Other Noncompliance - All other instances of noncompliance shal aso be
reported by the permittee in accordance with Part | (E) (9) (e) (i) and (ii) of this
permit.

(9) Other Information - If or when the permittee becomes aware that the
permittee failed to submit any reevant factsin the permit gpplication, or
submitted incorrect information in a permit gpplication or in any report to
the Director, the permittee shal promptly submit such facts or corrected
information in accordance with 40 CFR 144.51(1)(8).

(h)  Report on Permit Review - withinthirty (30) days of receipt of thefind
issued permit, the permittee shdl report to the Director that the permittee
has reed and is persondly familiar with al terms and conditions of this

permit.

Commencing I njection - The permittee shal not commence injection until any

corrective procedures described in Parts | (E)(16) and 111 (C) of this permit are

complete, and,

@ The permittee has submitted a report on the corrective work to the
Director; and,

(i) The Director has inspected or otherwise reviewed the corrective work and
notified the permittee in writing that he/she isin compliance with the
conditions of this permit.

Signatory Reguirements - All reports or other information requested by the
Director shall be signed and certified according to 40 CFR 144.32.

Notice of Conversion or Plugging and Abandonment - The permittee shdl notify
the Director at least forty-five (45) days before con-verson or abandonment of the
well.

Plugging and Abandonment - The permittee shal plug and abandon the well as
provided in the plugging and abandonment plan contained in Part 111(B) of this  permit.
Plugging shdl occur as soon as practicable after operation ceases but not later than two
(2) yearsthereafter. During the period of non-operation, thewdl must be tested to
ensure that it maintains mechanicd integrity, unless the permittee fulfills the other
requirements under 40 CFR 144.52(a) (6), prior to
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expiration of the two (2) year period. The permittee shal notify the Director of plugging
and abandonment in accordance with the reporting proceduresin Part | (E) (12) of this

permit.

Financial Responsibility - The permittee shadl maintain financid responsibility and
resources to plug and abandon the underground  injection well in accordance with 40
CFR 144.52(3)(7) as provided in Attachment R of the administrative record
corresponding to this permit action which is hereby incorporated by reference asif it
gppeared fully set forth herein. The permittee shall not subgtitute an dternative
demondration of financid respongbility from that which the Director has approved,
unless the permittee has previoudy submitted evidence of that dternative demondiration
to the Director and the Director has natified the permittee in writing that the dternaive
demondration of financid responghility is acceptable. Thefinancid responsibility
mechanism shdl be updated periodicaly, upon request of the Director, except that
when Financid Statement Coverageis used asthe financid mechanism, this coverage
must be updated on an annual  basis.

| nsolvency

@ In the event of the bankruptcy of the trustee or isuing indtitution of the  finencd
mechanism, or a sugpenson or revoceation of the authority of the trustee inditution
to act as trugtee or the indtitution issuing the financid mechanism to issue such an
ingrument, the permittee must submit an  alternative demondration of financia
responsibility acceptable to the Director within sixty (60) days after such event.
Failure to do so will result in the termination of this permit pursuant to 40 CFR
144.40(a) (1).

(b) An owner or operator must dso natify the Director by certified mail of the
commencement of voluntary or involuntary proceedings under Title 11
(Bankruptcy), U.S. Code, naming the owner or operator as debtor, within
ten (10) business days after the commencement of the proceeding. A
guarantor of a corporate guarantee must make such a notification if he/she
isnamed as debtor, as required under the terms of the guarantee.

16. Corrective Action

The permittee shal shut in the injection well whenever he/she or the USEPA determines
that operation thereof may be causing upward fluid migration through the wellbore of any
improperly plugged or unplugged well in the area of review and shdl take such steps as
he/she can to plug the offending well(s) properly. Any operation of the wdl which may
cause upward fluid migration from an improperly plugged or unplugged well will be
considered aviolation of this permit. If the permittee or the USEPA determines that the
permitted well isnot in compliance with 40 CFR 146.8, the permittee will immediately
shut in the well until such time as gppropriate repairs can be effected and written gpprova
to resume injection isgiven by the Director. In addition, the permittee shal not
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commence injection until any and dl corrective action has been taken in accordance with
any plan contained in Part 111(C) of this permit and the requirementsin Part 1(E)(10) of
this permit have been met.

17. Mechanical Integrity

@

The permittee must establish and shal maintain mechanica integrity of thiswel in
accordance with 40 CFR 146.8.

(b) A demonstration of mechanical integrity in accordance with 40 CFR 146.8 shall be

(©

(d)

C)

®

()

)

performed at least every five (5) years from the date of the last approved
demondration. The permittee shdl notify the Director of higher intent to
demongtrate mechanica integrity at least thirty (30) days prior to such
demongtration.

The permittee shal demondirate the mechanicd integrity of the well by
pressure testing whenever: (i) the tubing is removed from the well or
replaced; (i) the packer isresst; or (i) aloss of mechanica integrity occurs.

Operation shal cease whenever one of the aforementioned conditions occurs
and not resume until the Director gives written gpprova to recommence
injection.

By written notice, the Director may require the permittee to demondtrate
mechanicd integrity a any time.

The permittee shdl cause al gauges used in mechanica integrity  demongtrations
to be calibrated prior to the demongtration.

The permittee shal ceaseinjection if aloss of mechanica integrity occurs or
is discovered during atest, or aloss of mechanical integrity as defined by 40
CFR 8146.8 becomes evident during operation. Operations shdl not be
resumed until the Director gives written gpproval to recommence injection.

The permittee shdl notify the Director of the lossof mechanicd integrity in
accordance with the reporting procedures in Parts 11(B)(3)(d) and 1(E)(9)(e)
of this permit.

The permittee shdl report the result of a satisfactory mechanical integrity
demongtration as provided in Part 11 (B) (3) (d) of this permit.

18. Restriction on I njected Substances

(@ Currently Permitted Fluids - The permittee shdl be restricted to the

injection of ail field brines or those fluids used in the enhancement of ail
and gas production as specified in 40 C.F.R. 146.5(b). Further, no fluids
other than those from sources noted in Part 111 (D) of the permit shdl be
injected.
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(b) Approval of New Sources- Prior to accepting any new source of brine for
disposal into theinjection well, the operator must submit arequest for a
minor permit modification to include the new source in Part 111 (D) of the
permit and must also submit acomplete chemica anaysisfor each of the
parameters listed in Part 111 (A) to the USEPA for gpproval. The permittee
may not inject fluids from the new source until the minor modification to
the permit is effective.

(c) Exceptional Circumstances - If a state-mandated clean up, well flow back,
or other urgent need for accepting a new source of oil-field brines arises, the
permittee may inject such fluids providing: (i) natification is given to the
USEPA by telephone at (312) 886-1492, within twenty-four (24) hours of
the time injection commences, and (ii) a chemica andyss of the new
source is submitted to the USEPA within thirty (30) days from the day
injection commences. Thistemporary permission to inject terminaes thirty
(30) days after injection commences unless the permit is modified to add the
new source to Part 111 (D) as provided in paragraph (b) above.
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PART 11

WELL SPECIFIC CONDITIONS FOR UNDERGROUND INJECTION CONTROL

PERMITS

CONSTRUCTION REQUIREMENTS

1.

Siting - Notwithstanding any other provision of this permit, the injection well shall
inject only into aformation which is separated from any USDW by a confining zone that
isfree of known open faults or fractures within the area of the review.

Casing and Cementing - Injection wells shall be cased and cemented to prevent the
movement of fluidsinto or between USDWSs. The description of the casing and cement
used in the condruction of the well is contained in Attachments L and M of the
adminigtrative record corresponding to this permit action which is hereby incorporated
by reference asif they appeared fully set forth herein.

Tubing and Packer Specifications - Injection shal only take place through tubing
with a packer set in the long tring casing adjacent to a cemented interval which is
within or below the nearest impermegble confining systlem immediately above the
injection zone. Tubing and packer specifications are represented in engineering
drawings contained in Attachments L and M of the administrative record corresponding
to this permit action which are hereby incorporated by reference as if they appeared
fully set forth herein. Any proposed changes shdl be submitted by the permitteein
accordance with Part | (E) (9) (&) and (b) of this permit.

Wellhead Specifications - For every injection well, the operator shal provide a
femde fitting with a cutoff valve to the tubing at the wellhead, so that the amount of
injection pressure being used may be measured by a representative of the USEPA by
ataching agauge having amdefitting.

Site Security — In order to prevent any illegd dumping into the injection well, the
operator will either consgtruct a manmade fence around the facility or where appropriate
use the natura topography (forest, wetlands etc.) to preclude access by unauthorized
personnd. In either case, a padlocked gate at the facility entrance shdl be indaled to
control the accessto the facility.

OPERATING, MONITORING AND REPORTING REQUIREMENTS

1.

Oper ating Requirements

(i) Beginning on the effective date of this permit, the permittee is authorized to
construct and operate the injection well, subject to the limitations and
monitoring requirements set forth herein. The injection pressure and injected
fluid shal be limited and monitored as specified in Parts | (E) (18) and 111 (A)



(i)

(ii)

)
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of this permit.

Injection at a pressure which initiates fractures in the confining zone or causes the
movement of injection or formation fluidsinto or between USDWsis prohibited.

Injection between the outermost casing protecting USDWSs and the well bore
is prohibited.

The annulus between the tubing and the long string casing shdl befilled with a
liquid designed to inhibit corroson. The annulus liquid will be monitored and
volume changes reported in accordance with Parts 11(B)(2)(d) and 11(B)(3)(b) of
this permit. Any specific annulus requirements are contained in Part 111 (A) of this

permit.

M onitoring Requir ements

@

(b)

(©)

(d)

Samples and measurements taken for the purpose of monitoring as required in
Part 11 (B) (3) shal be representative of the monitored activity. Grab samples
shall be used to obtain a representative sample of the fluid to be andyzed. Part
I11 (A) of this permit describes the sampling location and required parameters
for injection fluid anadlysis. The permittee shdl identify the types of tetsand
methods used to generate the monitoring data. The monitoring program shall
conform to the one described in Part 111 (A) of this permit.

Analytical M ethods - Monitoring of the nature of injected fluids shal comply
with applicable andytica methods cited and described in Table | of 40 CFR
136.3 or in Appendix 111 of 40 CFR Part 261 or by other methods that have
been approved by the Director.

| njection Fluid Analysis - The nature of the injection fluids shdl be monitored
as specified in Part 111 (A) of this permit. A complete chemicd andyss of eech
source of brine that makes up the injection fluid is contained in Attachment H of
the adminigirative record corresponding to this permit action which ishereby
incorporated by reference asif it appeared fully set forth herein. By written
notice, the Director may require the permittee to sample and andyze the
injected fluid a any time.

| njection Pressure, Annulus Pressure, AnnulusLiguid L oss, Flow Rate
and Cumulative Volume - Injection pressure, annulus pressure, flow rate and
cumulative volume shdll be recorded at least weekly and shall be reported
monthly as specified in Part 111(A) of this permit. Annulus liquid loss shdll be
recorded at least quarterly and shal be reported in accordance with the
provisons of Part 11(B)(3)(b), as the volume of liquid added to the annulus to
keep it filled in accordance with Part 11 (B) (1) (iv). All gaugesusedin
monitoring shal be cdibrated in
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accordance with Part | (E) (17) (e) of this permit.

Reporting Requirements - Copies of the monitoring results and dl other reports shdl
be submitted to the Director at the following address:

U.S. Environmental Protection Agency
Region 5
77 West Jackson Boulevard
Chicago, Illinois 60604-3590
Attn: UIC Branch, Direct Implementation (WU-16J)

@ Monthly Reports -Monitoring results obtained during each week shall be
recorded on aform which has been sgned and certified according to 40 CFR
144.32. Forms shdl be submitted at the end of each month and shal be
postmarked no later than the 10th day of the month following the reporting
period. Thefirst report shal be sent no later than the 10th day of the month
following the month in which injection commences. Thisreport shdl include the
weekly measurements of injection pressure, annulus pressure, flow rate and
cumulative volume asrequired in Parts 11 (B) (2) (d) and 111 (A) of this permit.

(b) Quarterly Reports - Reports shall be submitted at the end of each quarter
and shdl be postmarked no later than the 10th day of the first month of the
following quarter.

@ Monitoring results obtained each quarter shall include the measurement
of annulus liquid loss asrequired in Parts |1 (B) (2) (d) and 111 (A) of
this permit.

(i) Brine manifest records shal be submitted quarterly and must be either a
copy of the State Report for commercia haulers or the permittee's
records of deliveries by the various haulers, which shal include the
following information: (1) name, address and phone number of the
waste generator (producer), and name(s) and USEPA 1D number(s) of
the waste hauler(s); (2) the date(s) brine was unloaded at the disposa
gte and the volume of each load with the source identification number
as shown in Attachment D of this permit. The brine manifest records
must be accompanied by (1) a certification by the permittee that the
waste contains no hazardous waste and that no nortoil and gas
production waste was mixed with the brine; and (2) areport by the well
operator sent to both the USEPA and the waste generator of any
discrepanciesin the injected volumes or place of origin as contained in
the brine manifest records.

(i) Monitoring results obtained each quarter shdl include the measurements
representative of injected fluid characterigtics as
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required in Part 111 (A) of this permit.

Annual Reports - All sources which contribute brine during each caendar
year shall beligted in the annua report by field name and source identification
number as listed in Attachment D of this permit. Reports shal be submitted at
the end of each calendar year and shall be postmarked no later than the 10th
day of the first month of the following yesar.

Reportson Well Tests, Workovers, and Plugging and Abandonment
The applicant shall provide the Director with the following reports and test
results within sixty (60) days of completion of the activity:

@ Mechanicd integrity tests, except tests which the well failsin which case
twenty-four (24) hour reporting under Part 1(9)(€) is applicable;

(i) Logging or other test data;
@)  wdl workovers (usng EPA Form 7520-12); and

(iv)  Plugging and abandonment.
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PART 11
SPECIAL CONDITIONS

These specid conditionsinclude, but are not limited to plans for maintaining correct operating
procedures, monitoring conditions and reporting, as required by 40 CFR Parts 144 and 146.
These plans are described in detail in the permittee's gpplication for a permit, and the permittee is
required to adhere to these plans as gpproved by the Director, as follows:

A. OPERATING, MONITORING AND REPORTING REQUIREMENTS
(ATTACHED)

B. PLUGGING AND ABANDONMENT PLAN (ATTACHED)
C. CORRECTIVE ACTION PLAN (ATTACHED)
D. INJECTED FLUIDS(ATTACHED)

E. ADDITIONAL REQUIREMENTS (ATTACHED - IF REQUIRED)
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Page Al of 1
OPERATING, MONITORING AND REPORTING REQUIREMENTS

Minimum Monitoring Minimum Reporting

Requirements Requirements
Characteristic Limitation Freg. Type Freg
*|njection Pressure 421 psg (maximum) weekly monthly
Annulus Pressure weekly monthly
How Rate 300 bwpd weekly monthly
Cumulaive Volume weekly monthly
AnnulusLiquid Loss quarterly quarterly
**Brine Manifest Records daly quarterly
***Chemica Composition of Quarterly grab quarterly
Injection Huid

SAMPLING LOCATION: The sample location is at the well head

*The limitation on wellhead pressure serves to prevent confining-formation fracturing. The maximum
injection pressure is dependent upon depth and specific gravity of the injected fluid. This limitation was
calculated using the following formula: [{0.80 psi/ft - (0.433 psi/ft) (specific gravity - 0.05)} x depth] - 14.7
psi. Thetop of perforationsin the Traverse Formation at 1907 feet was used as the depth and a specific
gravity of 1.27 was used for the injected fluid.

**Brine manifest records must be either a copy of the State Report for commercial haulers or the permittee's
records of deliveries by the various haulers. The brine manifest records must be submitted quarterly in
accordance with Part Il (B) (3) (b) of this permit and shall contain all the information specified therein.

***Chemical composition analysis shall include, but not be limited to, the following: Sodium, Calcium,
Magnesium, Barium, Tota Iron, Chloride, Sulfate, Sulfide, Carbonate, Bicarbonate, Total Dissolved Solids,
pH, Resistivity (ohm-meters @ 75°F), and Specific Gravity.
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CORRECTIVE ACTION PLAN

Thereis no corrective action at thistime
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Presently there are three approved sources of oil field brine being disposed of through the Lauber #1-6
injection well. They areidentified below by field names; location and formation names. Future sources,
as approved by the Director, will be added to this Part 111 (D) of the permit. A complete chemica
andysdis of each source of brine that makes up the injection fluid isincluded in Attachment H of the
permit file. No fluids other than those from sources noted in Part 111 (D) of the permit shall be injected.

Source# | Lease Name Permit Location Formation Name
Number
1 Omimex Energy Claybanks | 34778 SW/4, Sec 2, T13N-18W Niagaran
Central Processing Facility Claybanks Fed
Oceana County
2 Bateson Ol 15976 NW/4, Sec. 12, TI6N-18W | Traverse
Bowen #1 Pentwater Fied
Pentwater/Oceana Counties
3 Lundberg 1-35 27371 Sec 35, 17N-17W Traverse
Mason County
4 Ranch Production 2201809 Sec. 18, T1I6N-R17W Traverse
Pentwater Unit
5 Schiller 1-10 51319 Sec 10, T13N-R18W, Traverse
Stoney Lake
6 Omimex Energy 57687 Sec 20, 19N-17W Reed City
Echler 2-20 Victory FHed
7 Omimex Energy 58006 Sec 20, 19N-17W Reed City
Ruba 4-20 Victory FHed
8 Wellmaster Production 52001 Sec 20, 19N-17W Niagaran
Rood 1-23 FHed
Oceana County
9 Federd QOil Co. 57188 Sec 14N-16W Niagaran
State Buddy 1-27A Pentwater Field

Oceana County
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The United States Environmental Protection Agency, Region 5 office, plans to issue an injection well permit. Thisisyour chanceto
send written comments on this proposal to issue a permit for an existing commercial Class I injection well.

The Safe Drinking Water Act requires us to regul ate underground injection of fluids through wells to protect the quality of
underground sources of drinking water. Thisisdonein part by issuing permits to owners/operators of underground injection wells.
The regulations governing underground injection wells are at Title 40 of the Code of Federal Regulations (40 C.F.R.) Parts 144 and 146.
The procedure for the permit processisat 40 C.F.R. * 124.5. Moreinformation about our program is on the Internet at
http://mww.epa.gov/r Swater /uic/uic.htm.

FACTS
A T & E Systems of, Pentwater, Michigan will operate one existingwell for commercial disposal of fluids related to the production of oil
andgas. A T & E Systems will inject fluids related to the production of oil and gas and natural gas storage operationsinto arock
formation 1635 feet below the ground surface. A T & E Systems operates thiswell under permit #33943 issued by the Department of
Environmental Quality (MDEQ).

ML 127-20-C007
LOCATION: Oceana County, Michigan

SE 1/4, NE 1/4, SE 1/4, Section 6, T16N, R17W (See Map)

USEPA Draft Permit: # M1-127-2D-C007

WELL NAME: Lauber #1-6

STATE NUMBER: MDEQ Permit #33493

Permit Writer: Harlan Gerrish, (312) 886-2939 or gerrish.harlan@epa.gov viathe
internet.

T, Existing
2 p,  Ludber#l-6

Y ou may seethedraft permit at: Hart Public Library , State Street, Hart,
Michigan; Monday 10am.to5p.m., 6:30 p.m.t08:30 p.m., Tuesday 1 p.m.to5
p.m., Wednesday 10am. to5p.m., Friday 10am. to 5 p.m. and Saturday 10 am. to
2p.m. Thedraft permit isalso on the Internet at

http://www.epa.gov/r Swater /uic/uic.htm.

Ocea Co.
Send your written comments to the Permit Writer at the Internet address listed 0 05 1 Mile

above, or to this address.

U.S. Environmental Protection Agency
DI Section (Attn: Lisa Perenchio)

77 West Jackson Boulevard, (WU-16J)
Chicago, |llinois 60604-3590

We must receive your comments by close of business on the 30" day after the date at the top of this notice. However, be aware that the
USEPA does not have the authority to change the surface location of the injection well. Any issues regarding surface facilities, such
asthelocation of the proposed injection well should be addressed to the MDEQ. MDEQ can be contacted at the following address:
P.O. Box 30256, Lansing, Michigan 48909-7756 and phone number (517) 241-1515. During the public comment period, you may request
apublic hearing in writing. You must state the issues you propose to raise at the hearing. If we receive many comments on this draft
permit decision, we will hold a hearing, and publish a notice of the hearing at least 30 days before the hearing. If thereisahearing, you
may make your commentsthen. Wewill consider all comments received and then issue afinal permit decision.

If youwish to visit the Region 5 office, please call the Permit Writer first. The officeisat the address listed above, and is open between
the hours of 9 am. and 4 p.m. Youmay view the administrative record, including all data submitted by A T & E Systems, at the Region
5 office.



	Statement of Basis
	Permit
	Public Notice

